
Probe Specifications
Mechanical
Full stroke: .250 [6.35] • Working stroke: up to .167 [4.24]
Operating temp.: 40°F to 250°F [5°C to 120°C]

Spring Force

Installation and Extraction Tool Part Numbers (see pages 62 & 63)

Pin Gauge Tool: PG39
Socket Installation Tool: IT39-FLUSH or IT39 SET .000 to .320 [0.00 to 8.13]
Socket Extraction Tool: ET39-KIT (includes IT39-FLUSH & ET39 – sockets must be FLUSH before extraction)
Probe Insertion Tool: PT50/39
Wire Jack Installation Tool: JT2830
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Sockets
Mounting holes in AT7000, G10/FR4 or similar materials should
be gauged at .0307/.0317 [0.78/0.81], suggested drill sizes 1/32"
or 80mm.
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Wire Jacks
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PROBE P/N: 039 - PRP25 -S
example: 039 - PRP2544X-S

TU
BE

Letter Material/Finish

P Nickel silver/ID precious metal clad

PO
IN

T Digits Material/Finish

See
Points

Heat-treated steel/plated gold over nickel

SP
RI

NG

Letter Spring Force Preload @ 2/3 Stroke Material Mechanical Life (Cycles @ Stroke)

S Standard 1.49 [42] 3.6 [102] Stainless Steel 1M min @ .167 [4.24] max

X Extra High 2.22 [63] 5.4 [153] Stainless Steel 100K min @ .167 [4.24] max

OP
TI

ON Letter Description

S Heat-treated steel/plated gold over nickel

SOCKET P/N: 039 - SDC165J

TU
BE

Letter Material/Finish

C Heat-treated BeCu/gold plated

TE
RM

. Digits Description

J Wire Jack, accepts WJ28C or WJ30C

All specifications subject to change without notice. All dimensions are in inches [mm]. All spring forces in ounces [gms]. © 2009 QA Technology Company, Inc. 21
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Wire Colors
Available wire colors for wire jack crimp option

(0) Black

(1) Brown

(2) Red

(3) Orange

(4) Yellow

(5) Green

(6) Blue

(7) Violet

(8) Grey

(9) White

WIRE JACK P/N: WJ -
example: WJ28C8230-S

JA
CK

Letter Material/Finish

WJ Brass/gold plated with nylon insulator

SI
ZE

Digits Description

2830
28C8

30C3

Wire Jack only (customer to crimp wire)

28 AWG Kynar insulated solid wire, pre-attached
30 AWG Kynar insulated solid wire, pre-attached
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Colors Available for 28C & 30C Termination

0 Black 2 Red 4 Yellow 6 Blue 8 Grey

1 Brown 3 Orange 5 Green 7 Violet 9 White

Wire Length Available for 28C & 30C Termination

Specify Length: 03 – 72 [76-1828]

OP
TI

ON Letter Description

S Strip Length 0.00/0.669 [0.00/16.99]; Customer to specify Strip Length

1.435
[36.45]

.300
[7.62]

.250 [6.35]
FULL STROKE.324

[8.23]

TOP OF SOCKET

.0240 [0.610]

039-25 Series
The 039-25 series probes and sockets
are designed for loaded board testing.

Probe

Actual Size

8R - Razor

43 - Chisel

44 - Crown

QA’s new 039-25 Series
will be available early 2009

Please refer to QA’s website, www.qatech.com,
or contact QA directly for additional information.

New
Series!

NEW Razor Sharp Tip Styles
See page 69 for more details




